TARBIJAKAITSE JA
TEHNILISE JARELEVALVE
AMET

OHUSOIDUKI RAADIOLUBA
AIRCRAFT STATION LICENCE
LICENCE DE STATION D'AERONEF

LICENCIA DE ESTACION DE AERONAVE

ﬁ(‘)’ SLL22/0647
Kehtivustdhtaeg 13. veebr 2027

Period of validity

Vastavalt Elektroonilise side seadusele ja Rahvusvahelise Telekommunikatsiooni Liidu pdhikirja ja konventsiooni
tiiendavatele raadioeeskirjadele on kéesoleva loa omanikul digus paigaldada ja kasutada jirgmisi raadioseadmeid:
In accordance with the Electronic Communications Act and with the Radio Regulations annexed to the International
Telecommunication Convention now in force, this authorization is herewith issued for the installation and for the use

of the radio equipment described below:

L 2 3 3
Ohussiduki kuuluvus ja Raadiokutsung voi Ohusaiduki titiip/seerianumber Ohusaiduki omanik
reg. tunnus muu tunnus Type of aircraft/Serial number Owner of aircraft
Nationality and registration Call sign or other
mark of the aircraft identification
Airbus S.A.S. A320-214 Start Ireland Leasing 1
ES-SAX ES-SAX 3954 Limited
a b (¢ d
Sea‘dmed Tutp Voimsus Kiirgusk]'flss Raadiosagedused
quipment T (W) Class of ; :
ype Power (W)| emission Frequency bands or assigned frequencies
XK516D1 400 H3E, J3E, 1605-4000 kHz; 4000-27500 kHz
; AlA, J2D
Raadiosaate- RTA-44D 25 |A3E, AlD, 118,000-137,000 MHz
seadmed G2D
Transmitters
Piiiiste: Kannad 406AF 5 A3X; GID| 406,025 MHz; 243 MHz; 121,5 MHz
vahendite Honeywell RESCU 406S 5 A3X; GID 406,025 MHz; 243 MHz; 121,5 MHz
6 raadiosaate-
seadmed
Survival craft
transmitters
DME-37B 800 PON; PON 962-1213 MHz; 1025-1150 MHz
TRP-901 640 !'Q1D; Q1D 1090 MHz; 1030 MHz
TPA-100B 500 |(Q1D; Q1D 1090 MHz; 1030 MHz
Muud RTA-4D 120 PON 9300-9500 MHz
¥ seadmed ALA-52B 0.07 FIN 4200-4400 MHz
Other equipment VOR-36B - - 108-117,95 MHz
ADF DFA-75B - - 190-1750 kHz
MMR GLU-925 - - 108,100-111,900 MHz; 329,150-335 MHz;
1575,42 MHz

Téidab viljastaja asutus / For the Issuing Authority/
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